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GENERAL CONDITIONS 

 

GENERAL DESCRIPTION AND INSTRUCTIONS 

 
 

These additional operating instructions must be observed 

prior to mounting and commissioning the device. 

 

These additional operating instructions contain basic informa-

tion regarding its use in areas subject to explosion hazards to 

be observed during assembly, operation and maintenance. 

 

Prior to mounting and commissioning and during maintenance 

work, the present additional operating instructions must be 

read by the installer and the responsible skilled personnel/sys-

tem operator! 

 

Non-observance of the proper assembly and safety instruc-

tions will result in the loss of any claims for damages! 

 

 

DESIGNATED USE 

The mineral wool silencers are used in ventilation systems for 

sound insulation. The devices have been designed for use in 

ventilation systems in areas subject to explosion hazards ac-

cording to the ATEX marking "Device group II, Zones 1, 2 and 

21, 22". 

 

These devices are not suitable for use in unreleased Ex zones. 

 

The operating safety of the delivered devices is only guaran-

teed when used in accordance with their designated use. 

 

MOUNTING INFORMATION 

Mounting and commissioning must be carried out by skilled 

personnel only and in accordance with the recognised techni-

cal rules and the safety and accident prevention regulations. In 

order to avoid the risk of static charges, the mineral wool 

silencer must be connected to the on-site equipotential bon-

ding on the grounding connection provided for this purpose. 

 

MAINTENANCE 

Only a device subjected to proper maintenance and kept in 

perfect condition can guarantee safe and reliable operation. 

 

When defective parts are replaced with spare parts, only 

SCHAKO KG original spare parts may be used. The SCHAKO KG 

cannot be held liable for any damage caused by using spare 

parts that are not original and will not give any warranty. 

 

 

 
HAZARD CAUSED BY NON-OBSERVANCE OF THE 

SAFETY INSTRUCTIONS 

Non-observance of the safety instructions can result both in 

putting persons and the environment and operating units at 

risk. 

Likewise, non-observance of the safety instructions will result 

in the loss of any claims for damages. 
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ATEX DESCRIPTION 
 

THE MINERAL WOOL SILENCERS HAVE THE 

FOLLOWING ATEX MARKING: 

 

These silencers meet the regulations of the ATEX directives 

and can be used in ventilation systems in areas subject to ex-

plosion hazards. 

 

Classification by zone must be established by the system ope-

rator or  

planner in compliance with current standards. 

 

Note: 

In explosion-protected zones, only devices that have an ATEX 

approval for this use may be used. It rests with the operator to 

ensure that the products are only used in zones specified by 

the product marking.  

 

SPECIAL CONDITIONS 

It must be ensured that all metal components are properly and 

permanently connected to the ground potential.  

 

TYPE OF IGNITION PROTECTION 

The type of ignition protection of the mineral wool silencer is 

guaranteed by its safe design. 

 

QUALITY ASSURANCE 

The SCHAKO production facilities are certified according to the 

QM procedure EN ISO 9001. 
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TYPE PLATE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 1: MWK-OB ATEX type plate 
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CERTIFICATE OF CONFORMITY 
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